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§ 173.64 Exceptions for Division 1.3 
and 1.4 fireworks. 

(a) Notwithstanding the require-
ments of § 173.56(b), Division 1.3 and 1.4 
fireworks (see § 173.65 for Division 1.4G 
consumer fireworks) may be classed 
and approved by the Associate Admin-
istrator without prior examination and 
offered for transportation if the fol-
lowing conditions are met: 

(1) The fireworks are manufactured 
in accordance with the applicable re-
quirements in APA Standard 87–1 (IBR, 
see § 171.7 of this subchapter); 

(2) The device must pass a thermal 
stability test conducted by a third- 
party laboratory, or the manufacturer. 
The test must be performed by main-
taining the device, or a representative 
prototype of a large device such as a 
display shell, at a temperature of 75 °C 
(167 °F) for 48 consecutive hours. 
When a device contains more than one 
component, those components that 
could be in physical contact with each 
other in the finished device must be 
placed in contact with each other dur-
ing the thermal stability test; 

(3) The manufacturer applies in writ-
ing to the Associate Administrator fol-
lowing the applicable requirements in 
APA Standard 87–1, and is notified in 
writing by the Associate Administrator 
that the fireworks have been classed, 
approved, and assigned an EX number. 
Each application must be complete and 
include all relevant background data 
and copies of all applicable drawings, 
test results, and any other pertinent 
information on each device for which 
approval is being requested. The manu-
facturer must sign the application and 
certify that the device for which ap-
proval is requested conforms to APA 
Standard 87–1, that the descriptions 
and technical information contained in 
the application are complete and accu-
rate, and that no duplicate application 
has been submitted to a fireworks cer-
tification agency. If the application is 
denied, the manufacturer will be noti-
fied in writing of the reasons for the 
denial. The Associate Administrator 
may require that the fireworks be ex-
amined by an agency listed in 
§ 173.56(b)(1). 

(b) [Reserved] 

[78 FR 42477, July 16, 2013] 

§ 173.65 Exceptions for Division 1.4G 
consumer fireworks. 

(a) Notwithstanding the require-
ments of §§ 173.56(b), 173.56(f), 173.56(i), 
and 173.64, Division 1.4G consumer fire-
works may be offered for transpor-
tation provided the following condi-
tions are met: 

(1) The fireworks are manufactured 
in accordance with the applicable re-
quirements in APA Standard 87–1 (IBR, 
see § 171.7 of this subchapter); 

(2) The device must pass a thermal 
stability test. The test must be per-
formed by maintaining the device, or a 
representative prototype of the device, 
at a temperature of 75 °C (167 °F) for 
48 consecutive hours. When a device 
contains more than one component, 
those components that could be in 
physical contact with each other in the 
finished device must be placed in con-
tact with each other during the ther-
mal stability test; 

(3) The manufacturer of the Division 
1.4G consumer firework applies in writ-
ing to a DOT-approved Fireworks Cer-
tification Agency, and is notified in 
writing by the DOT-approved Fire-
works Certification Agency that the 
firework has been: 

(i) Certified that it complies with 
APA Standard 87–1, and meets the re-
quirements of this section; and 

(ii) Assigned an FC number. 
(4) The manufacturer’s application 

must be complete and include: 
(i) Detailed diagram of the device; 
(ii) Complete list of the chemical 

compositions, formulations and quan-
tities used in the device; 

(iii) Results of the thermal stability 
test; and 

(iv) Signed certification declaring 
that the device for which certification 
is requested conforms to the APA 
Standard 87–1, that the descriptions 
and technical information contained in 
the application are complete and accu-
rate, and that no duplicate applica-
tions have been submitted to PHMSA. 
If the application is denied, the Fire-
works Certification Agency must no-
tify the manufacturer in writing of the 
reasons for the denial. As detailed in 
the DOT-approval issued to the Fire-
works Certification Agency, following 

VerDate Mar<15>2010 14:46 Dec 04, 2013 Jkt 229219 PO 00000 Frm 00539 Fmt 8010 Sfmt 8010 Q:\49\49V2.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-03-05T11:52:56-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




